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CrossGrip Pro

Magnetic clamping and wall bracket for versatile use

This robust, magnetic clamp and wall bracket is suitable for all 
laser measuring devices with a 1/4” thread. The bracket’s lugs 
allow it to be directly attached to walls. Strong magnets on the 
rear allow it to be attached to metallic surfaces. The clamping 
bracket allows it to be attached to horizontal and vertical 
drywall construction profiles. Adjustment screws set the opening 
width of the clamping bracket.

TECHNICAL DATA

Material Polymer

Tripod 
Connection 1/4" thread

Operating 
Conditions

-10°C … 50°C, max. humidity 80% 
rH, no condensation, #

Storage 
Conditions

-20°C … 70°C, max. humidity 85% 
rH

Dimensions (W x 
H x D) 215 mm x 180 mm x 91 mm

Weight 710 g
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Optimum use of cross-line lasers in indoor finishing work

Magnetic clamp and wall bracket provides versatile 
attachment without damaging surfaces

Ideal for mounting horizontally and vertically on drywall 
construction profiles

Strong magnetic clamps for attaching to metal surfaces

With 1/4" thread

Item No. 036.24 GTIN (EAN) 4021563706242 SU 1

SCOPE OF DELIVERY

https://www.laserliner.com/products/4021563706242
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